
Incident Description

On December 2 2011 an operator was changing out a spent

nitrogen cylinder at the Blending and Shipping BS field laboratory

The spent cylinder had been disconnected from the nitrogen purge to

the field laboratory capped and was being rolled to the storage area

about 15 feet away A hand truck was in the work area but the hand

truck was not designed for gas cylinder service The operator was
wearing the prescribed PPE including steel toed boots The operator

lost control of the empty cylinder and it fell landing on the operator’s

left foot resulting in a toe injury
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Injury While Changing Out Nitrogen Cylinder

Nitrogen cylinder connected to the

BS field lab

Hand truck available in work area this

hand truck not designed for gas

cylinder service

Always remember to do

your LPSA – because
we care about you

Location

Blending Shipping

Richmond Refinery

Distribution limited to Manufacturing personnel 05 Dec 2011

Immediate Actions Taken

1 Chevron Fire Department treated the injury in the field

2 The employee was further treated at the Chevron Clinic and was
taken offsite for medical evaluation

3 An incident investigation was initiated

Considerations

1 Always conduct an LPSA even on routine work activities

identifying potential risks and taking action to eliminate and or

minimize such risks and incidents

2 Assess the tools you have on hand If the tool is not the right tool

use SWA and communicate the risks to your immediate

supervisor


